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solar energy  flow                

roof edge catchment 
to tanks                                                            

landscape water catchment 
to storage tanks  

water used for irrigation, 
features, amenities, fish 
farm overflow to connect to 
masterplan use, fire services

water flow               

natural cross ventilation          

warm air from outside           

cross ventilation tenancies (no ceilings)       

urban agriculture       

solar  tunnel      

solar chimney     

labyrinth cool air circulation            

skylight - pv glass surfaces (external) natural 
diffused light to internal spaces

modular pavilions

fish tank farms. programme supply to 
restaurants & local shops

pyrolysis machine producing oil fuel from recycled plastic 
and source of income for centre

pv glass surfaces (external) natural diffused light to 
internal spaces

co2 absorption cement alternate in concrete 
carpark structure 

solar energy panels

green facades & landscape - organic waste collected 
& composted on site for reuse on site                 

landscape water catchment to storage tanks

thermal mass – semi submerged building 

thermal mass – required concrete skin throughout

rg insulation to required zones (above slabs, 
part of landscape laser) 

concrete skin

passive house retail scale jumping
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The Brickworks Living Building Challenge™ Design 
Competition asks us to

“re-imagine the design of a retail centre within a new 
community of parklands connecting to a civic plaza 
and local homes.”

This necessitates a unique proposition, a world first vision 
for Frasers Property Group, with our response intended 
to set a premium benchmark for inner city sustainable 
retailing, living and well-being. 

Our development proposal provides a significant 
opportunity for the revitalisation of Burwood’s retail 
offering and the creation of a vibrant residential 
community based around an economically and 
sustainably viable passive house centre offering retail, 
food & beverage and community services. A place to 
live, shop, eat, and meet - that does not cost the earth 
but supports residents in becoming active citizens in 
their community.


